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QUALITY CERTIFICATE 
 
 

APPLUS+ CERTIFIED PRODUCT PR-1222/052 
 

SF-E40 
 
 
 
 

APPLICATION STANDARDS UNE-EN 1527:2020+A1:2022, UNE-EN 1670:2007; UNE-EN 1670:2007/AC:2008, DIN 68859 

CODE 

DIGIT NUMBER 1º 2º 3º 4º 5º 6º 7º 8º 9º 10º 

 
Door 

category 
Door mass Dimensions 

of the panel 
used in the 

test 

Corrosion 
resistance 

Impact 
resistance 

test 

Horizontal 
static load 
resistance 

test 

Static load 
resistance 

test 

Initial friction 
maximum 
permitted 

value 

Durability Door 
category 

EN 1527 1 1 2 3 --- --- 0 3 6 --- 

A+ 1 1 2 3 --- --- 0 3 6 1 

DURABILITY 100.000 CYCLES 

WEIGHT Maximum weight of door / panel 40kg 

*see technical annex 
 
 

 

 

 

Juan López 

R&D&I & Technical Manager 
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TECHNICAL ANNEX PR-1222/052 

Door category (first digits)  
Grade 1 = sliding door  
Grade 2 = folding door (two-panel) and corner sliding door 
Grade 3 = multi-panel folding door and cantilever sliding door  

 
Door mass (second digit)  

Grade 1 = door ≤ 50 kg  
Grade 2 = door ˃ 50 kg  
Grade 3 = door ˃ 100 kg  
Grade 4 = door ˃ 200 kg  

 
Dimensions of the panel used in the test (third digit)  

For sliding doors:  
Grade 2 = test panel dimensions should be 2 m high by 0,80 m wide.  
Grade 4 = test panel dimensions should be 2 m high by 2 m wide.  
 
For corner sliding doors, two-panel folding doors and multi-panel folding doors:  
Grade 1 = test panel dimensions should be 2 m high by 0,50 m wide.  
Grade 2 = test panel dimensions should be 2 m high by 0,80 m wide.  
Grade 3 = test panel dimensions should be 2 m high by 1 m wide.  
Grade 4 = test panel dimensions should be 2 m high by 2 m wide. 
 
For cantilever gates: The dimensions of the test panel leaf should be 2 m high by 2,5 + 2 m wide.  

 

 
 
Corrosion resistance (fourth digit)  

Grade 0 = no corrosion resistance is defined  
Grade 1 = 24 h  
Grade 2 = 48 h  
Grade 3 = 96 h  
Grade 4 = 240 h  
Grade 5 = 480 h 

 
Impact resistance test (fifth digit) 
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Horizontal static load resistance test (sixth digit) 
 

 
 
Static load resistance test (seventh digit)  

Grade 0 = No test or test not approved.  
Grade 1 = Test requirements are met.  

 
Initial friction maximum permitted value (eighth digit) 
 

 
 
Durability (ninth digit)  

Grade 1 = 5 000 test cycles  
Grade 2 = 10 000 test cycles  
Grade 3 = 25 000 test cycles  
Grade 4 = 50 000 test cycles  
Grade 5 = 75 000 test cycles  
Grade 6 = 100 000 test cycles 

 
Bump Impact Safety – A+ (tenth digit) 

Grade 0: Stop NOT SUITABLE to withstand dynamic impact load. 
Grade 1: Stop SUITABLE to withstand dynamic impact load. 

 
 
 


