
Poligono Industrial Foradada - 08580 - Sant Quirze de Besora (Barcelona)
Telf. 34-93.852.92.23
Export. Telf. 34-93.852.96.15
e-mail: saheco@saheco.com - web: www.saheco.com
.

MADE IN E.U.

SV-X150
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INCLUIDO SOLO EN KITS
Included only in kits
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CODE
JUNTA PVC
PVC GASKET
JOIN PVC
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OPCIONAL / Optional / Optionnel
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A RELLENAR
TO BE FILED
BOUCHER
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MONTAJE PINZAS / Clamps assembly1 (x1) TORNILLO ANTIDESCARRILAMIENTO / Anti-derrailment screw2

PRIMER PASO: AJUSTAR TORNILLOS AJUSTE GROSOR VIDRIO/
First step: Adjust glass thickness screws3

DISTANCIA PINZAS /
Clamps distance

GRUESO VIDRIO /
Glass thickness

SEGUNDO PASO: APRETAR TORNILLOS APRIETE PINZA/
Second step: Strenght clamp thigthen screws4 5 TERCER PASO: APRETAR TORNILLOS AJUSTE GROSOR VIDRIO/

Third step: Strenght the glass thickness screws

MONTAJE SOFTOP / Softop Assembly6

INCORRECT CORRECT

16 204 430 204 16

870Min.

E E

(x6) TORNILLO APRIETE PINZA /
Clamp thigthen screws

(x6) TORNILLO AJUSTE GROSOR VIDRIO /
Glass thickness setting screws

(x1) TORNILLO REGULACIÓN ALTURA /
Height adjustment screw

13 N/m

  90v

Clamp distance

GRUESO SOLO PARA VIDRIO DE 10mm
THICKNESS ONLY FOR 10mm GLASS

 5N/m

 5N/m

  90v
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SCREW DIN-7505 Ø5 / Ø6 (Not included) SCREW DIN-7505 Ø5 / Ø6 (Not included)

MONTAJE A PARED O TECHO / Wall or ceiling mount7
2
1/16"

2
1/16"

397
15 5/8" +E

± 3mm

GUIADOR / Guide8 GRADUACIÓN ALTURA / Height adjustment9 MONTAJE ACTIVADORES / Activators mount10 a1

a3 F ≥ 11mm

a2 9mm<F<11mm

a3 a2 a1

F

F ≤ 9mm

ANTIDESCARRILAMINETO / Anti-derailment11 MONTAJE EMBELLECEDORES / End covers mount12

Ok!



*CUT TO SIZE
*CORTAR A MEDIDA6,
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21,7    12mm
23,7   10mm
25,7    8mm
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JUNTA/ Gasket 2mm
JUNTA/ Gasket 4mm
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MONTAJE A PARED CON VIDRIO FIJO/ Wall mount with fixed glass13

A RELLENAR/
To be filled

4

MONTAJE A PARED DE VIDRIO / Glass wall mount14
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PRE-MECANIZADO /
Pre-drilling
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*SIGUE LA INSTALACIÓN EN EL PASO 11
* Follow installation from step 11

* VER MONTAJE Y AJUSTE DEL SISTEMA EN PAG.2
*View assembly and adjustment system on pag.2

56

GIRAR 90º Y APRETAR
TURN 90º AND FIX

PRIMER PASO: ATORNILLAR SIN APRETAR
First step = screw without tightenning

Min.45
PARA VARIANTE FALSO TECHO CON VIDRIO FIJO MINIMO DE HOJA CORREDERA 890mm
For false ceiling mount with fixed glass minimum size of slidding glass 890mm

MEDIDA PERFIL = MEDIDA ANCHO VIDRIO FIJO
Size profile= width size of fixed glass

MEDIDA PERFIL = MEDIDA ANCHO VIDRIO CORREDERO - 45mm
Size profile = width size of slidding glass - 45mm

MONTAJE A FALSO TECHO CON VIDRIO FIJO/ False ceiling mount with fixed glass15


